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1—a Light Rules Appliance gLRA)

The LRA hosts the software engine, serves the web 2-q DLA

application, and manages the dedicotezﬁ Lig;tRuIes network. a Digital Lumens Linear Fixture (LLE)

LRA has two Network Interface Cards (NICs). One NIC ; G ; ;

connects LRA to the LightRules Network, one NIC connects ggﬁi\ew%s two—way communication with LightRules Network

LRA to the Facility Network. 19-24 ></DC input voltage

IE_;ght(FjiuIes Applt;oncef ovm{able osd 1U Rack Mount or Tower. Integrated sensor package including occupancy sensing,

188524%1 \7;\1(2” ir?ru(t) Vgﬁsqegn nodes. ambient light sensing, and wireless networkin

P 9 Connects to DC power and controls data cable.
1-b  PoE Switch

Power over Ethernet switches and Ethernet cables connect

the Appliance to the Gateways. PoE switches also supply

electrical power to the Gateways. Note that LightRules is 2—b LLE— Linear LED Fixture

compatible with non—PoE Ethernet switches, if PokE Fixtures can be connected end to end for continuous run or

functlonoll\t)/ is_not desired. installed spaced over an interval. DLA-LLE connects to end

100-240 VAC input voltage of the fixture and can control u? to 15 fixtures per DLA.

. Connects with control power cable and data cable

1-c LightRules Network Gateways

Gateways create a network bridge between the Ethernet
components in the LightRules network infrastructure and
the fixtures. Each Gafeway mono%es communications for up
to 50 fixtures or DLA nodes within RF range.

Powered over ethernet via PoE switch

Optional power source 12—48 VDC Input

See spec sheets for input voltages, output optics, color and
CRI' options
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